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ROOMS ¢ AREAS

AREA SCHEDULE

NAME AREA
PERIMETER (USED FOR ESTIMATING)| 819 eq ft.
FIRST FLOOR FINISHED AREA 813 eq ft.
SECOND FLOOR FINISHED AREA | 444 sq ft.
WOOD DECKS ¢ PORCHES 204 eq ft.

“GENERAL PLAN NOTES#
ALL WORK SHALL CONFORM TO STATE AND |LOCAL BUILDING CODES

THE BUILDING CODE 1S THE MINIMUM REQUIREMENT, ALWAYS CONSULT WITH THE
LOCAL AUTHORITIES FOR AMENDMENTS OR IMPROVEMENTS TO THE CODE

ALL DIMENSIONS ARE TO BE VERIFIED IN THE FIELD

ALL FOOTINGS ARE TO REST ON UNDISTURBED SOIL AND EXTEND BELOUW THE
FROST LINE

ALL LUMBER EXPOSED TO THE WEATHER OR IN DIRECT CONTACT WITH
CONCRETE MUST BE PRESSURE TREATED

SMOKE ALARMS ARE TO BE HARDUWIRED, INTERCONNECTED AND

INSTALLED IN THE FOLLOWING LOCATIONS:

-EACH SLEEPING AREA

-OUTSIDE EACH SEPERATE SLEEPING AREA IN THE VICINITY OF THE BEDROOMS
-ON EACH ADDITIONAL STORY INCLUDING BASEMENT AND HABITABLE ATTICS
-NOT LESS THAN 3' HORIZONTALLY FROM A BATHROOM DOOR CONTAINING A
SHOWER OR A BATHTUB

A GARAGE CEILING WITH HABITABLE SPACE ABOVE MUST BE PROTECTED WITH
5/8" TYPE X GYPSUM

COMMON WALL BETWEEN HOUSE AND GARAGE MUST HAVE NO LESS THAN 172"
GYPSUM ON THE GARAGE SIDE

OPENINGS BETWEEN THE RESIDENCE AND GARAGE SHALL BE PROTECTED WITH
A 20 MIN. FIRE RATE DOOR EQUIPPED WITH A SELF-CLOSING DEVICE.

GARAGE SLAB MUST BE AN APPROVED NON-COMBUSTIBLE MATERIAL AND BE
SLOPED TO FACILITATE THE MOVEMENT OF LIQUIDS TO A FLOOR DRAIN OR THE
MAIN VEHICLE ENTRY DOOR

MAX SILL HEIGHT FOR EGRESS WINDOWS (& 44"

REFER TO IRC 208&.4 FOR HAZARDOUS GLAZING LOCATIONS

REFER TO IRC TABLE Re0O2.3(1) FOR FASTENING SCHEDULE

REFER TO IRC Re02.1(2) FOR INTERIOR GIRDER SPANS

OPENING SCHEDULE

LIBRARY NAME PRODUCT CODE |COUNT|TEMP EGRESS
_DOORNEXT\HINGE\ILITE |20&8R l No [Tes
_DOORNEXT\HINGE\ILITE |0Oc8LR l Ne [Tes
_DOORNEXT\HINGE\GLASS 3068R l TYes |Tes
_DOORNINT\BIFOLD 20088 l No No
_DOORNINT\BIFOLD 50688 2 No No
_DOORNINT\HINGE\GFPANEL |lee8l l No [No
_DOORNINT\HINGE\GPANEL |leoeR l No [No
_DOORNINT\HINGE\GPANEL 2068 l No [No
_DOORNINT\HINGE\GPANEL 2668R © No No
_WINDOUNPEL\25O\AWN PVY250 4117 I No T es
_WINDOUNPEL\25O\CUSTOM 9645 HALF CIRCLE|l No [No
_WINDOUWN\PEL\250\DH PVY250 374 2 No No
_WINDOUWN\PEL\250\DH PVY250 3753-2 l No Tes
_WINDOUWNPEL\250O\DH PVY250 23759-2 3 No T es
_WINDOUNPEL\250O\DH PVY250 3759 5 No [Yes
_WINDOWN\PEL\25O0\GL PV250 7159 5 Yes |[Tes

FRONT VIEW

RIGHT VIEW

REAR VIEW

LEFT VIEW

SANDY RIVER BUILDERS INC

CHIQO12e

DRAUWINGS ARE PROVIDED BY HAMMOND LUMBER COMPANY AS A SERVICE TO IT'S CUSTOMERS AND ARE INTENDED FOR INFORMATIONAL AND

ILLUSTRATIVE PURPOSES ONLY. THE INFORMATION PRESENTED IN THESE DRAUWINGS WAS NOT PREFPARED OR REVIEWED BY A REGISTERED ARCHITECT

AND SHOULD NOT BE USED AS A BASIS FOR CONSTRUCTION. HAMMOND LUMBER COMPANY SUGGESTS THAT IT'S CUSTOMERS SEEK THE
SERVICES OF A REGISTERED ARCHITECT TO OBTAIN TECHNICAL BLUEPRINTS IF THE CUSTOMER DESIRES TO PROCEED FURTHER. DRAWNGS ARE

NOT TO BE USED AS A BASIS FOR CONSTRUCTION AND HAMMOND LUMBER COMPANY DISCLAIMS ANY RESPONSIBILITY IF THEY ARE SO USED.

02/04/19

a
Q
(3]
9
2
Ly
2
9
0
uw
=
L\
0
]
]
<
B
0
3

SCALE = AS NOTED

RANGELEY JOB

24 X 36 CAPE/CHALET

RANGELEY, ME




